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New Generation Sub-Compact Nitrogen Gas SpringsT4SC Series

Initial force
Calculation of charge pressure (Bar) 
for T4SC to achieve desired initial force (N):

X = Desired initial force in N 

Charge pressure = 150 •   

Example: T4SC 4700 to have a desired  
initial force of 25,000 N

Charge pressure = 150 •              ≈ 80 bar
25,000
47,000

X
Initial force at 150 bar

Product Specifications 
Pressure medium.................................................................................................................. Nitrogen
Max. charging pressure............................................................................................ 150 bar/2175 psi
Min. charging pressure................................................................................................. 25 bar/360 psi
Operating temperature.................................................................................. 0° to 80°C/32° to 176°F
Force increase by temperature............................................................ ±0.3% per °C/±0.009% per °F
Recommended max. strokes/min for models 420 & 740........................................ ~50 to 100 @ 20°C
Recommended max. strokes/min for models 1000 & 1800............................................. ~100 @ 20°C
Recommended max. strokes/min for models 2900, 4700, 7500, 11800 & 18300... ~80 to 100 @ 20°C
Max. piston rod velocity....................................................................................48m/min. / 157 ft./min.
Max. utilized stroke.....................................................................................................................100%
Inlet valve...................4018112 (T4SC-420 through 740) 56-072-5500 (T4SC-1000 through 18300)
Rod surface..............................................................................................................................Nitrited
Tube surface.............................................................................................................................Nitrited

Features and Benefits

•	 T4SC gas springs are very compact bore-sealed springs, which provide the highest force per cylinder diameter. 
These gas springs are ideal where space is limited in the die and very high forces are required.

•	 T4SC gas springs can be hosed together and charged remotely using a control panel and hose system. Repair 
kits are also available for all T4SC models except the T4SC 420 and T4SC 740.

•	 As an option, the T4SC 1000 to 18300 springs can be delivered with a Side Port plate (SP) for applications 
where a side port is needed (e.g., for use in hose systems).

•	 From T4SC 1800 to 18300, the new compact unit is supplied with a new stroke length of 65 mm.

New Generation Repair Kits

Gas Spring Repair Kit

T4SC-420 Not repairable

T4SC-740 Not repairable

T4SC-1000 3324835

T4SC-1800 3324836

T4SC-2900 3324837

T4SC-4700 3324838

T4SC-7500 3324839

T4SC-11800 3324840

T4SC-18300 3324841

*Repair Kits for the T2SC Series will be available through 
2015 and are not interchangable between models.

Old Generation Repair Kits*

Gas Spring Repair Kit

T2SC-420 Not repairable

T2SC-740 Not repairable

T2SC-1000 2015825-0100

T2SC-1800 2015825-0180

T2SC-2900 2015825-0290

T2SC-4700 2015825-0470

T2SC-7500 2015825-0750

T2SC-11800 2015825-1180

T2SC-18300 2015825-1830
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New Generation Sub-Compact Nitrogen Gas Springs T4SC Series

Body Ø  

Body Ø  
              

>Ø 38 mm = Ø 
+2
+0.5

<Ø 38 mm = Ø +1
+0.5

+ 1.0 mm 
+ 0.5 mm

Drop-in Top mountBase mount
B

Side port
SP

Foot mount 
BF/BFP

Model
Drop 
-in B

Base mount Top mount

SPBF BFP FC FCS FCX FCR FK

 T4SC-420 X X X X

 T4SC-740 X X X X

 T4SC-1000 X X X X X X

 T4SC-1800 X X X X X

 T4SC-2900 X X X X

 T4SC-4700 X X X X X

 T4SC-7500 X X X X X

 T4SC-11800 X X X X X X

 T4SC-18300 X X X X X X

 X = Mount is available for this model

Sub-Compact Nitrogen Gas Springs mounting options

Body Ø  

Body Ø  
              

>Ø 38 mm = Ø 
+2
+0.5

<Ø 38 mm = Ø +1
+0.5

+ 1.0 mm 
+ 0.5 mm

Body Ø  

Body Ø  
              

>Ø 38 mm = Ø 
+2
+0.5

<Ø 38 mm = Ø +1
+0.5

+ 1.0 mm 
+ 0.5 mm

Note: For stroke lengths over 25 mm/.98 in, the spring should be attached to the 
tool using the threaded holes in the bottom or using flanges.

We also recommend shorter stroke springs to be fastened for optimal service life.

FCFCS

FK

FFC

FCR

SP

Body Ø  

Body Ø  
              

>Ø 38 mm = Ø 
+2
+0.5

<Ø 38 mm = Ø +1
+0.5

+ 1.0 mm 
+ 0.5 mm
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New Generation Sub-Compact Nitrogen Gas SpringsT4SC-420

Order No.

S 
stroke Contact Force

Full Stroke 
Force

Y 
±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in ØA ØB C D E F G Rmm in N lbs. N lbs.

T4SC-420x6 6 0.24

4250 955

7300 1641 56 2.20 50 1.97

24.9 
mm

0.98 
in

12 
mm

0.47 
in

11.5 
mm

0.45 
in

5 
mm

0.20 
in

– –

1 
mm

0.04 
in

1 
mm

0.04 
in

T4SC-420x10 10 0.39 6300 1416 70 2.76 60 2.36

T4SC-420x16 16 0.63 6300 1416 91 3.58 75 2.95

T4SC-420x25 25 0.98 6400 1439 120 4.72 95 3.74

T4SC-420x32 32 1.26 7900 1776 140 5.51 108 4.25

T4SC-420x40 40 1.57 8000 1800 165 6.50 125 4.92

T4SC-420x50 50 1.97 8000 1800 195 7.68 145 5.71

Note: Stroke lengths of greater than 25 mm should be base or flange mounted. All dimensions are nominal. 
Data shown are typical. Actual data for any particular unit may vary.

D

Ø B

R (2x)

M6 charge port

G

Y

L min

M6 charge port

SC

D

Ø A

Bottom View
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New Generation Sub-Compact Nitrogen Gas Springs T4SC-420

Order No.

S 
stroke Contact Force

Full Stroke 
Force

Y 
±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in ØA ØB C D E F G Rmm in N lbs. N lbs.

T4SC-420x6 6 0.24

4250 955

7300 1641 56 2.20 50 1.97

24.9 
mm

0.98 
in

12 
mm

0.47 
in

11.5 
mm

0.45 
in

5 
mm

0.20 
in

– –

1 
mm

0.04 
in

1 
mm

0.04 
in

T4SC-420x10 10 0.39 6300 1416 70 2.76 60 2.36

T4SC-420x16 16 0.63 6300 1416 91 3.58 75 2.95

T4SC-420x25 25 0.98 6400 1439 120 4.72 95 3.74

T4SC-420x32 32 1.26 7900 1776 140 5.51 108 4.25

T4SC-420x40 40 1.57 8000 1800 165 6.50 125 4.92

T4SC-420x50 50 1.97 8000 1800 195 7.68 145 5.71

e

e

Ø d

Ø a

h  g

c

b

f

FCR FC

Ø 7

Ø a

Ø b

c

Body Ø  + 0.5 mm
+ 1mm

Ø d

e

f

Ø a Ø b c Ø d e f

mm in mm in mm in mm in mm in mm in

50 1.97 38 1.50 35 1.38 7 0.28 9 0.35 16 0.63

For model Order No.

T4SC-420 T2-180 -FC

Ø d e f g h

mm in mm in mm in mm in mm in

7 0.28 9 0.35 16 0.63 18 0.71 30 1.18

For model Order No.

T4SC-420 T2-180-FCR

Ø a b c

mm in mm in mm in

50 1.97 34 1.34 38 1.50

Note: All flanges are ordered separately.
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New Generation Sub-Compact Nitrogen Gas SpringsT4SC-740

Order No.

S 
stroke

Contact 
Force

Full Stroke 
Force

Y 
±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in Ø A Ø B C D E Ø F G Rmm in N lbs. N lbs.

T4SC-740x6 6 0.24

7400 1663

10000 2250 63 2.48 57 2.24

31.9 
mm

1.26 
in

20 
mm

0.79 
in

11.5 
mm

0.45 
in

10.5 
mm

0.41 
in

5.5 
mm

0.22 
in

15 
mm

0.59 
in

3 
mm

0.12 
in

1 
mm

0.04 
in

T4SC-740x10 10 0.39 10000 2500 75 2.95 65 2.56

T4SC-740x16 16 0.63 11000 2500 93 3.66 77 3.03

T4SC-740x25 25 0.98 12000 2700 120 4.72 95 3.74

T4SC-740x32 32 1.26 12000 2700 140 5.51 108 4.25

T4SC-740x40 40 1.57 12000 2700 165 6.50 125 4.92

T4SC-740x50 50 1.97 12000 2700 195 7.68 145 5.71

Note: Stroke lengths of greater than 25 mm should be base or flange mounted.
All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.

R (2x)

G

Ø B

S

Y

L min

D E

Ø F

M6 (2x)

M6 Charge Port

C

Ø A

Bottom View
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New Generation Sub-Compact Nitrogen Gas Springs T4SC-740

Ø d

Ø a

 b

c

e f

Body Ø + 0.5 mm
+ 2.0 mm

Ø 7

Ø a

Ø b

c

Body Ø  

Ø d

Ø e

Ø f

+ 0.5 mm
+ 2.0 mm

Ø a Ø b c Ø d e f

mm in mm in mm in mm in mm in mm in

60 2.36 49.5 1.95 35 1.38 7 0.28 9 0.35 16 0.63

FC

For model Order No.

T4SC-740 T3-350-FC

Ø a b c Ø d e f

mm in mm in mm in mm in mm in mm in

49.5 1.36 45 1.77 35 1.38 7 0.28 9 0.35 17 0.67

For model Order No.

T4SC-740 FCS-32

FCS

Note: All flanges are ordered separately.
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New Generation Sub-Compact Nitrogen Gas SpringsT4SC-1000& 1800

Note: Stroke lengths of 
greater than 25 mm should 
be base or flange mounted.

All dimensions are nominal. 
Data shown are typical. 
Actual data for any particular 
unit may vary.

Order No.

S 
stroke Contact Force

Full Stroke 
Force Y 

±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in Ø A Ø B C Ø F E R Gmm in N lbs. N lbs.

T4SC-1800x6 6 0.24

18000 4050

24000 5395 66 2.60 60 2.36

50.2 
mm

1.98 
in

30 
mm

1.18 
in

14.5 
mm

0.57
 in

26 
mm

1.02 
in

6.5 
mm

0.26 
in

1.5 
mm

0.06 
in

3  
mm

0.12 
in

T4SC-1800x10 10 0.39 25000 5620 80 3.15 70 2.76

T4SC-1800x16 16 0.63 25000 5620 106 4.17 90 3.54

T4SC-1800x25 25 0.98 26000 5845 135 5.31 110 4.33

T4SC-1800x32 32 1.26 26000 5845 162 6.38 130 5.12

T4SC-1800x40 40 1.57 26000 5845 190 7.48 150 5.90

T4SC-1800x50 50 1.97 27000 6070 220 8.66 170 6.69

T4SC-1800x65 65 2.56 28000 6294 271 10.66 206 8.11

Order No.

S 
stroke Contact Force

Full Stroke 
Force Y 

±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in Ø A Ø B C Ø F E R Gmm in N lbs. N lbs.

T4SC-1000x6 6 0.24

10600 2400 16000 3597

61 2.40 55 2.16

37.9 
mm

1.49 
in

20 
mm

0.79 
in

14.5 
mm

0.57
in

17 
mm

0.67
in

5 
mm

0.20 
in

1 
mm

0.04 
in

3 
mmn

0.12 
in

T4SC-1000x10 10 0.39 78 3.07 68 2.68

T4SC-1000x16 16 0.63 100 3.94 84 3.31

T4SC-1000x25 25 0.98 135 5.31 110 4.33

T4SC-1000x32 32 1.26 167 6.57 135 5.31

T4SC-1000x40 40 1.57 195 7.68 155 6.10

T4SC-1000x50 50 1.97 230 9.05 180 7.08

R (2x) 

E

M6 (2x)

Charge port
M6, T4SC-1000
G 1/8”, T4SC-1800

Ø A

L min

Y

Ø B

C

C

S

Ø F

G

Bottom View
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New Generation Sub-Compact Nitrogen Gas Springs

4 mm
0.16 in

G 1/8” port

B

B

M6 (2x)

B - B
45°

Ø 38 mm
1.50 in

10.5 mm
0.41 in

20 mm
0.79 in

4 mm
0.16 in

11.5 mm
0.45 in

Ø 26
1.20 in

Body Ø  + 0.5 mm
+ 2.0 mm

e

f

e

f

Ø a

Ø b

c

Ø d

T4SC-1000& 1800

+ 0.5 mm
+ 2.0 mmBody Ø 

Ø d

Ø a

 b

c

e
f

FCS/FKFC

BF

Ø d

c

b

a

For model Order No.

T4SC- 1000 3116525

Ø a Ø b c Ø d e f

mm in mm in mm in mm in mm in mm in

68 2.68 56.5 2.22 40 1.57 7 0.28 9 0.35 15 0.59

Ø a b c Ø d e f

mm in mm in mm in mm in mm in mm in

FCS 56.5 2.22 52 2.05 40 1.57 7 0.28 9 0.35 15 0.59

FK 80 3.15 70 2.76 56.5 2.22 9 0.35 13 0.51 21 0.83

For model Order No.

T4SC-1000 T2 -250-FCS

T4SC-1800 T2-750-FK

Ø a Ø b c Ø d e f

mm in mm in mm in mm in mm in mm in

52 2.05 52 2.05 40 1.57 7 0.28 9 0.35 14.5 0.57

70 3.76 70 2.76 56.5 2.22 9 0.35 13 0.51 19.5 0.77

For model Order No.

T4SC-1000 T2-1000-BF

T4SC-1800 T2-1800-BF

11.5 mm
0.45 in

B - B
B

B M6 (4x)

45
°

Ø 26
1.20 in

7 mm
0.28 in

8 mm
0.31 in

Ø 50.2 mm
1.98 in

10.5 mm
0.41 in

20 mm
0.79 in

For model Order No.

T4SC-1800 3116526

Note: The 
T4SC-1800-SP 
adapter plate 
has no valve  
and can be 
pressurised only 
through a hosed. 
It is delivered  
uncharged. 

Note: The 
T4SC-1000-SP 
adapter plate 
has no valve 
and can be 
pressurised 
only through 
a hosed. It 
is delivered  
uncharged. 

Note: Side port 
attachment 
fitting part 
#4016253 
included.

SP 1000

SP 1800
Note: All flanges are ordered separately. 

The SP plates are compatible with the 
old generation T2SC. The part numbers 
remain the same.

For model Order No.

T4SC-1000 T2 -250-FC

Note: Side port 
attachment fitting 
part #4016253 
included.
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New Generation Sub-Compact Nitrogen Gas SpringsT4SC-2900

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.

Order No.

S 
stroke Contact Force

Full Stroke 
Force

Y 
±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in Ø A Ø B C D E Ø F G Rmm in N lbs. N lbs.

T4SC-2900x10 10 0.39

29500 6630

40000 8990 85 3.35 75 2.95

63.2 
mm

2.49 
in

38 
mm

1.50 
in

19 
mm

0.75 
in

18 
mm

0.71 
in

9  
mm

0.35 
in

34 
mm

1.34 
in

3  
mm

0.12 
in

2  
mm

0.08 
in

T4SC-2900x16 16 0.63 42000 8440 103 4.05 87 3.42

T4SC-2900x25 25 0.98 45000 10120 130 5.12 105 4.13

T4SC-2900x32 32 1.26 46000 10340 150 5.90 118 4.64

T4SC-2900x40 40 1.57 47000 10570 175 6.89 135 5.31

T4SC-2900x50 50 1.97 45000 10120 205 8.07 155 6.10

T4SC-2900x65 65 2.56 47000 10570 256 10.08 191 7.52

R (2x)

G1/8” charge port
Ø A

D

Y

L min

E (2x)

G

S
C

Ø F

Ø B

M8 (2x)
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New Generation Sub-Compact Nitrogen Gas Springs

+ 0.5 mm
+ 2.0 mmBody Ø 

Ø d

Ø a

 b

c

e
f

T4SC-2900

8 mm
0.31 in.

7 mm
0.28 in.

10.4 mm
0.41 in.

G 1/8” port

Ø 63.2 mm
2.49 in.

20 mm
0.79 in.

M8 (4x)

45°

Ø 34 mm
1.34 in.

11.5 mm
0.45 in.

B - B

FCX SP

Ø a  b c Ø d e f

mm in mm in mm in mm in mm in mm in

104 4.09 90 3.54 73.5 2.89 11 0.43 16 0.63 27 1.06

For model Order No.

T4SC-2900 T3 -1500-FCX

For model Order No.

T4SC-2900 3120887

Note: The 
T4SC-2900-SP 
adapter plate 
has no valve 
and can be 
pressurised 
only through 
a hosed. It 
is delivered  
uncharged. 

Note: All flanges are ordered separately.

The SP plates are compatible with the old generation T2SC. The part numbers remain the same.

Note: Side port 
attachment fitting 
part #4016253 
included.



1-800-876-4976 • 440-526-5900 • www.hysonproducts.com10 © Hyson Products 2013

New Generation Sub-Compact Nitrogen Gas SpringsT4SC-4700 & 7500 

Note: All dimensions are nominal. Data shown are typical. Actual data for any particular unit may vary.

Order No.

S 
stroke Contact Force

Full Stroke 
Force

Y
±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in Ø A Ø B C E Ø F G Rmm in N lbs. N lbs.

T4SC-4700x10 10 0.39

47000 10600

67000 15062 80 3.15 70 2.75

75.2 
mm

2.9 
in

50 
mm

1.9 
in

18 
mm

0.7 
in

9 
mm

0.35 
in

40 
mm

1.6 
in

3 
mm

0.12 
in

1.5 
mm

0.06
in

T4SC-4700x16 16 0.63 66000 14837 106 4.17 90 3.54

T4SC-4700x25 25 0.98 68000 15287 135 5.31 110 4.33

T4SC-4700x32 32 1.26 67000 15062 167 6.57 135 5.31

T4SC-4700x40 40 1.57 67000 15062 200 7.87 160 6.29

T4SC-4700x50 50 1.97 67000 15062 240 9.45 190 7.48

T4SC-4700x65 65 2.56 71000 15961 273 10.75 208 8.19

Order No.

S 
stroke Contact Force

Full Stroke 
Force

Y 
±0.25
mm

Y 
±0.10

in
Lmin
mm

Lmin
in Ø A Ø B C E Ø F G Rmm in N lbs. N lbs.

T4SC-7500x10 10 0.39

75000 16650

98500 22143 90 3.54 80 3.15

95.2 
mm

3.7 
in

65 
mm

2.6 
in

21 
mm

0.8 
in

9 
mm

0.35
in

52 
mm

2.0
in

3 
mm

0.12 
in

1.5 
mm

0.06 
in

T4SC-7500x16 16 0.63 100000 22480 116 4.56 100 3.94

T4SC-7500x25 25 0.98 104000 23380 145 5.70 120 4.72

T4SC-7500x32 32 1.26 102000 22930 182 7.16 150 5.90

T4SC-7500x40 40 1.57 104000 23380 210 8.27 170 6.69

T4SC-7500x50 50 1.97 103000 23155 255 10.04 205 8.07

T4SC-7500x65 65 2.56 111000 24953 379 14.92 214 8.42

R (2x)

G

E

G 1/8” 
charge port

M8 (4x) 

Ø B

Y
L min

Ø A

C

C

Ø F

S

Bottom View
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New Generation Sub-Compact Nitrogen Gas Springs T4SC-4700 & 7500 

11.5 mm
0.45 in.

8 mm
0.31 in.

7 mm
0.28 in.

B - B

Valve 

G 1/8” port

Ø 95.2 mm
3.75 in.

B B

45°

M8 (4x)

Ø 52 mm
2.05 in.

20 mm
0.79 in.

10.5 mm
0.41 in.

11.5 mm
0.45 in.

8 mm
0.31 in.

20 mm
0.79 in.

10.5 mm
0.41 in.

7 mm
0.28 in.

B - B

Valve 

G 1/8” port

Ø 75.2 mm
2.96 in.

B B

45°

M8 (4x)

Ø 40 mm
1.57 in.

SP 4700

BFP

Ø d

c

b

a

Ø d

Ø a

b
c

Body Ø  + 0.5
+ 2.0

e

f

e

f

For model Order No.

T4SC-4700 3116527

SP 7500

For model Order No.

T4SC-7500 3116528

FK

Ø a b c Ø d e f

mm in mm in mm in mm in mm in mm in

104 4.09 90 3.54 73.5 2.89 11 0.43 16 0.63 26 1.02

130 5.12 110 4.33 92 3.62 13.5 0.53 18 0.71 30 1.18

For model Order No.

T4SC-4700 T4SC -1500-FK

T4SC-7500 T4SC-3000-FK

Ø a Ø b c Ø d

mm in mm in mm in mm in

90 3.54 73.5 2.89 24.5 0.96 11 0.43

110 4.33 92 3.62 27.5 1.08 13 0.51

For model Order No.

T4SC-4700 T4SC-4700-BFP

T4SC-7500 T4SC-7500-BFP

Note: All flanges are ordered separately.

The SP plates are compatible with the old generation T2SC. The part numbers remain the same.

Note: Side port 
attachment fitting 
part #4016253 
included.

Note: Side port 
attachment fitting 
part #4016253 
included.



1-800-876-4976 • 440-526-5900 • www.hysonproducts.com12 © Hyson Products 2013

New Generation Sub-Compact Nitrogen Gas SpringsT4SC-11800 & 18300

Order No.

S 
stroke Contact Force

Full Stroke 
Force

L 
±0.25
mm

L 
±0.10

in

L
min
mm

L
min
in Ø A Ø B C Ø D E Rmm in N lbs. N lbs.

T4SC-11800x10 10 0.39

118000 26527

150000 33721 80 3.15 70 2.75

120.2 
mm

4.73 
in

80 
mm

3.15 
in

22.5 
mm

0.86 
in

68 
mm

2.68 
in

11 
mm

0.43 
in

2.5 
mm

0.10 
in

T4SC-11800x16 16 0.63 153000 34395 106 4.17 90 3.54

T4SC-11800x25 25 0.98 160000 35969 135 5.31 110 4.33

T4SC-11800x32 32 1.26 165000 37093 167 6.57 135 5.31

T4SC-11800x40 40 1.57 160000 35969 200 7.87 160 6.30

T4SC-11800x50 50 1.97 161000 36194 240 9.45 190 7.48

T4SC-11800x65 65 2.56 163000 36643 273 10.75 208 6.19

Order No.

S 
stroke Contact Force

Full Stroke 
Force

L 
±0.25
mm

L 
±0.10

in

L
min
mm

L
min
in Ø A Ø B C Ø D E Rmm in N lbs. N lbs.

T4SC-18300x10 10 0.39

183000 41140

227000 51031 85 3.35 75 2.95

150.2 
mm

5.91 
in

105 
mm

4.13 
in

24.5 
mm

0.96 
in

90 
mm

3.54 
in

11 
mm

0.43 
in

2.5 
mm

0.10 
in

T4SC-18300x16 16 0.63 233000 52380 103 4.05 87 3.42

T4SC-18300x25 25 0.98 244000 54853 130 5.12 105 4.13

T4SC-18300x32 32 1.26 244000 54853 150 5.90 118 4.64

T4SC-18300x40 40 1.57 244000 54853 175 6.89 135 5.31

T4SC-18300x50 50 1.97 248000 55752 205 8.07 155 6.10

T4SC-18300x65 65 2.56 253000 56876 256 10.08 191 7.52

Note: All dimensions are nominal. Data shown are typical.  Actual data for any particular unit may vary.

R (2x)

3

E

G 1/8” 
charge port

M10 (4x) 

Ø B

Y

L min

Ø AC

C

Ø D

S

Bottom View
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Ø d

Ø a
b
c

Body Ø  + 0.5
+ 2.0

e

f

e

f

T4SC-11800 & 18300

For model Order No.

T4SC-11800 3116529

For model Order No.

T4SC-18300 3116530

Body Ø  + 0.5
+ 2.0

e

f

e

f

Ø a

Ø b

c

Ø d

FC FCS

SP 11800

SP 18300

BF

Ø d

c

b

a

M10 (4x)

20°

G 1/8” port

20 mm
0.79 in

B - B

Ø 90 mm
3.54 in

8 mm
0.31 in

11 mm
0.43 in

Ø 150 mm
  5.91 in

M10 (4x)

20°

G 1/8” port

20 mm
0.79 in

B - B

Ø 68 mm
2.68 in

8 mm
0.31 in

7 mm
0.28 in

11 mm
0.43 in

Ø 120.2 mm
    4.73 in 

20 mm
0.79 in

8 mm
0.31 in

20 mm
0.79 in

M10 (4x)

20°

G 1/8” port

20 mm
0.79 in

B - B

Ø 90 mm
3.54 in

8 mm
0.31 in

11 mm
0.43 in

Ø 150 mm
  5.91 in

M10 (4x)

20°

G 1/8” port

20 mm
0.79 in

B - B

Ø 68 mm
2.68 in

8 mm
0.31 in

7 mm
0.28 in

11 mm
0.43 in

Ø 120.2 mm
    4.73 in 

20 mm
0.79 in

8 mm
0.31 in

20 mm
0.79 in

Ø a Ø b c Ø d e f

mm in mm in mm in mm in mm in mm in

175 6.89 155 6.10 109.5 4.31 13.5 0.53 21 0.83 33 1.30

220 8.66 195 9.68 138 5.43 17.5 0.69 27 1.06 38 1.50

For model Order No.

T4SC-11800 T4SC -5000-FC

T4SC-18300 T4SC-7500-FC

Ø a b c Ø d e f

mm in mm in mm in mm in mm in mm in

155 6.10 130 5.12 109.5 4.31 13.5 0.53 21 0.83 33 1.30

195 9.68 162 6.38 138 5.43 17.5 0.69 27 1.06 38 1.50

For model Order No.

T4SC-11800 T4SC -5000-FCS

T4SC-18300 T4SC-7500-FCS

a b c Ø d

mm in mm in mm in mm in

130 5.12 109.5 4.31 29.5 1.16 13 0.51

162 6.38 138 5.43 34.5 1.36 17.5 0.69

For model Order No.

T4SC-11800 T4SC -11800-BF

T4SC-18300 T4SC-18300-BF

Note: All flanges are ordered separately.

The SP plates are compatible with the old 
generation T2SC. The part numbers remain 
the same.

Note: Side port 
attachment fitting 
part #4016253 
included.

Note: Side port 
attachment fitting 
part #4016253 
included.
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